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Machining Inte;
The Utilization of 3D simulation with zooming function
i increases the convenience during tracking.
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The Flexible Machine
Head Design

Fulfill the needs on taper cutting and
vertical cutting with different thicknesses

Advanced Precision
Machining Technology

Unique Features Circular, Corner and
Vertical Control Functions

System compensates the
drawing automatically to
avoid over cut.

Bl

Circular Comp

The auxiliary function
ensures the accuracy
of the radian.

U, V axes taper in a certain
angle during cutting which
avoid the workpiece tolerance
causes by wire consumption.
This can be activated without
modifying the program.

For raising the accuracy, users may activate the compensation of circular,

corner and wire consumption by adjusting the compensation value (D-Value)

accordingly without further addition of G code.
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LS EDM
High Rigidity Structure
g g y Controller Offset Functiun Controller Offset Functionm
Machine Design Analysis and Error Compensation P,
Radius: 24.9977mm 5) ; Radius: 24.9991mm 4 I '
Roundness: 0.0156 2 b Roundness: 0.0051mm
s s
10 10
5 : £
- ErrorX Error Y Shake ‘;Umm((hnd XUnmatched £ ErorX Eror Y Shake Y Unmatched XUnmatched

Circuit Function Verification Result: (Diameter 50mm, Speed: 400mm/min)

Work table loading and Speed change

The machine structure is designed and analyzed with CAE system, and
simulation is carried out for all axis actions in this structure.

] Max. Work table
Work table loading (kg) | transformation (m) Work table

1 100 0.832e-7 loading 500 kg

2 300 2.91e-7
\ = 3 500 4.16e-7
. P4 1000 8.32e-7
— L > Max. Work table loading transformation
is designed at 0.42 pm
Functional U,V Axis & High High Accurate Linear Guide Way,
Rigidity Spindle Servo & Transmission System
U, V., Z axis strategically placed on the upper We use high accurate linear guide ways and couple
column enhances rigidity and ensures stability with our patented linear and block design.
under high water pressure during rough cut For the X, Y axis we adopt a spacious and strong
as well as high precision operation. machine structure design.
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High Precision Aerospace
Component machining

7 Axis Servo control: Reduce man power and
increase productivity

ﬁ Focusing on groove and bore machining for Ring components.

M The 6" axis rotates the component to specific angles that allows the
machine to cut multiple holes.

M The features of the 7! axis is capable of tilting in different angles during cutting.

d The stable power control engages with servo movement ensure the tolerance
when cutting composites.
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High Precision Mold Machining

Special Application for

For Aerospace Technology, IC Electronics and & Axes or Above
Medical high technology applications
Taper Cutting High Tolerance fitting Ultra Thin Wire Special Material
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Submerge Type: Wi-200S | Wi-430S | Wi-530S | Wi-640S Js___
EDM

Model Wi-2008
Max. Workpiece SizeLx WxH  mm 550 x 470 x 150

SPGCification Work Table Size mm | 450 x 400

Max. Working Load kgs | 300

XY Z Axis Travel mm | 210/200/ 155

U/ V Axis Travel mm | 40/40

Wire Diameter Range mm | @01~03

Werkpo Thgss i £ 15/70

Max. Wire Load ks | 6

Water Tank Capacity L | 450 [2Seon]
Net Weight kys 1700

Machine Layout W x D x H mi

m | 1800 x 1900 x 1850

Model Wi-4308 Wi-5308
Max. Workpiece Size LxWxH  mm = 700 x 540 x 295 870 x 540 x 295
Work Table Size mm | 640 x 500 740 x 500
Max. Working Load kys | 500 700
X /Y 1 Z Axis Travel mm | 400/300/ 300 500/ 300/ 300
U/ V Axis Travel mm  100/100 100/100
Wire Diameler Range mm  ©01~0.3 @201~03
; s . . - : Max. Taper Angle/

Flushing Type: Wi-30E | Wi-50E | Wi-60E | Wi-70E | Wi-90E Workpiona Thickness “fom | £225/100 £225/100
Max. Wire Load ks | 10 10

Model Wi-30E Wi-50E Wi-60E Wi-70E Wi-S0E Water Tank Capacity L 570 570

Max Worlpieca Size mm  760x520x295 | 670x520x295  1100X650x340 | 1170x680x295 | 1380X760X295 Net Weight s | 2100 2450
Machine Layoul W x D x H mm | 3100 x 2200 x 2150 | 3250 x 2200 x 2150

Work Table Size mm 640 x 500 740 X 500 870 x 680 970 X 730 1120x 730 :

Max. Working Load kos 500 700 1000 1000 1300
Model Wi-6408

XY Z Axis Travel mm  400/300/300 500 /300/ 300 600450/ 350 750500/ 300 900500/ 300

N Max. Workpiece Size LxWxH  mm 1000 x 720 x 345
U/ V Axis Travel mm 100/ 100 100/100 1207120 100/ 100 100/100
S Work Table Size mm | 870 x 680
Wire Diameter Range mm @0.1-~03 20.1~03 00.1~03 00.15~03 ©015~03 )
T ] Max. Working Load kas | 1000
lax. Taper Angle/ a

Workpiege o ohss /MM £225/100 £225/100 £225/130 £225/100 £225/100 XIY {7 Axis Travel o | 6007450/ 350

Max. Wire Load kgs 10 10 10 10 10 U/V Axis Travel mm | 120/120

Waler Tank Capacily L 270 270 300 360 360 Wire Diameler Range mm | ©01~03
Max. Taper Angle/ .

Net Weight kgs 1950 2300 3400 4000 5200 We,kpieze Thicgkness fmm | +22.5/130

W:’g"fﬁ"‘yw‘ mm 2300 X 2200 x 2150 | 2600 x 2200 x 2150 3000 x 2650 x 2250 | 3200 x 2700 x 2250 | 3600 x 2900 x 2300 Max. Wire Load fgs | 10
Water Tank Capacity L 940
Net Weight ks 3500
Machine Layout W x D x H mm | 3550 x 2650 x 2300 T o

n the design or hout natice - ;;md h‘.’v:a fSVEEI::E without nun:; 12
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Specification

Column Movement: Wi-1065SA

Linear Motor: Wi-L400S | Wi-L500S | Wi-L600S

Model Wi-1065SA Model Wi-L400S Wi-L5008 Wi-L600S
Max Workpece Size ., | 1550 x 10501515 Mex Vonpiace s mm | 700 x540x 295 870X 540 X 295 1000 X 720 X 345
Work Table Size mm | 1345 x 855 Work Table Size mm | 640 x 500 740 x 500 870 x 680
Max. Working Load kos | 4500 Max. Working Load kgs | 300 500 700
X/Y/ZAxis Travel ~ mm | 1000/600/ 520 X{Y ! Z Axis Travel mm | 400/300/300 500300/ 300 600/ 450/ 350
U/ V Axis Travel mm | 160/ 160 U/V Axis Travel mm | 100/100 100/ 100 1204120
Wi-1065SA Wire Diameter Range mn | ©0.15 - 03 Wire Diameter Range mm | @0.1~03 001-03 00.1-03
Max. Taper Angle/ .
. . mm | £22.5/160 Max. Taper Angle/ o
Workpiece Thickness ' Workpiecs Thickness fmm | £225/100 +225/100 +225/130
Max. Wire Load kas | 16 (Can be Customized) Max. Wire Load Wgs |10 10 10
: L !
Water Tank Capacity 2400 Water Tank Capacity L s - o0
Nel Weight kgs | 8000 =
il Net Weight kas | 2100 2450 3500
achine Layout v | 4200 x 4350 x 3250 ;
WxDxH Mot Loyt mm - | 2850 x2200 x 2150 2050 x 2200 X 2150 3550 x 2650 x 2300
All series Standard Accessories All Series Optional Accessories
Installation Requirements: * Ground: Machine has ta be ground to avoid abnormal 1. Automatic Vertical Alignment Jig: 1 Set 1. Wire Guide (0 0.1~0.2mm] 7. X, Y Axes Linear Scale 13. Wire Speed Meter
« Input Voltage - AC 380V 3 Ph / 50HZ / 60HZ sl i bl 2. Power Feed Contact: 2 Pes 2. 225 Nozzle 8. AutoWire Threading System 14, Wire Tension Meter
« Power Consumption: 15 KVA | Without Water Chiller] = Temparalire C-cnlm[- 20 #le 3. Filter: 2 Pes 3. 3R/EROWA Clamping Tool 9. Auto Wire Cutting System 15. Water Resistance Meter
o Environment<Ts insulata naise, slectic wave and + Hurnidity Control: Under 75% RH 4. Clamping Tool: 1 Set 4. Parallel Bar 10. CAD/CAM Software Nota:No 1315 Are
sesypatbienante access = Vikiration: Under DAmm /52 5. Wire Guide [ @ 0.25 mm]: 1 Set 5. Water Chiller 11. PCD Professional Electric Circuit ~ Calibration Equipments
6. Brass Wire (@ 0.25 mm / 5kgl: 1 Roll 6. Power Regulator 12. 6 Axes Or Above Control
7. lonic Exchange Resin [5L/ 10L)
8. Toal Box: 15et
15 Mol Caniningimron themaar 9. X, Y axes linear scale are included in Wi-6405 & Wi-10655A 7
Ui ) e 0. Wi-10655A contains AW.T System
T
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Registered Address :
C-46, Mangolpuri Industrial Area,
Phase-I, New Delhi-110083 (India)

2 7529999900 / 9311003936

& www.jkmachines.co
www.jkmachines.co.in

24« jk.machines@hotmail.com
info@jkmachines.co
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Deals In industrial Machinery

FACEBOOK INSTAGRAM
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